4 Ports Multi-Screen Keyboard Mouse
Gliding Control Switcher

® SL-BOX2R-4KM

i’ Slide control for multiple devices with
\.-- only a set of keyboard and mouse

s, OSindependent (Compatible with Linux,
\---- Windows, Redhat and etc.)

i« Supports direct connections, seamless
L.--/ integration into the KVM series

£) SURGQ

. No additional software or driver is
\.--/ required, deployment is simple and fast

"V Compact design with power redundancy

ias”. With accompanied application, it allows
\---; status monitoring
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» Device Description

The 4 ports U-switcher only requires a set of keyboard and mouse which will then allow multiple computers to be operated at the
same time, saving desktop space at the same time and shorten the response time of operators. Operators only need to connect
the display monitor to the PCs and hook up the USB connections to the U-switcher, this will allow easy KM switching.

Front-panel buttons showing
clear LED light status

Remote control and
status monitoring.
From client-based application,
user can check the ports'status
and mouse coordinates

Supports USB3.0
Fast speed and highly
compatible

Keyboard and mouse
connections
Plug-and-Play

» Places of Deployment

Command Centers

» Key Features

P=\
ife)i
USB3.0

Supports USB3.0
signals

&

Robust and Stable

Stable production
supply chain

LED Buttons Indicators

Front panel's LED
light device status

Power and Utility
Centers

i

Provides Status Feedbacks

Able to monitor port status
and mouse coordinates
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Power Redundancy

Supports dual power
redundancy

il

Compact Design

Steady and Compact
with 1U height

Air Traffic
Management

Every device is supported
with USB3.0 and

3.5mm audio jack in and out

Supports" live" Firmware Upgrades

Through the connection port,
it allows fast upgrade

Flexible Audio Distribution

Able to receive any
PC's audio signals

[

Integration with KVM Extension

Supports connections
with KVM extenders

Broadcast Studios

Dual AC power

Redundant power supply

Network Operation
and Maintenance

Configuration at Client's End

Establish control and
status monitoring

S

High Independence

Not affected by
the control application

N

Safe and Reliable

Satisfies anti-vibration
standards



» Connection Diagram

Installing of additional software or drivers is not required. U-switcher can be connected directly into the current infrastructure
and improve the operation’ s efficiency.

Monitor 1 Monitor 2 Monitor 3 Monitor 4
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» Supports Cascading

With TCP/IP connections, U-switchers can be cascaded together, up to 16 units. By doing so, there can be 64 sources able to be
controlled via a single keyboard and mouse.

Network Switch
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Monitor01  Monitor02  Monitor03 ~ Monitor04 ~ Monitor05  Monitor06  Monitor07  Monitor 08 Monitor61  Monitor62  Monitor63  Monitor 64

» Supports Dual screen displays + KVM Extensions

Through the KVM extension, U-switcher can be integrated at the transmission end to fulfil remote consolidation of the KM signals.
This allows back racking of systems and at the same time, through the client based application, able to do signal management.

Monitor 1A Monitor 1B Monitor2A  Monitor2B  Monitor3A  Monitor38  Monitor4A  Monitor 4B

Client Based Application 6
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Dual Screen PC 1 Dual Screen PC2 Dual Screen PC 3 Dual Screen PC 4
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» Parameter

USB3.0 USB-B x 4CH (Compatible with USB2.0)
Speed: 5Gbps (Compatible with low, full and high speed)
Inputs
. Mic: 3.5mm audio jack x 4CH
Audio Sound: 3.5mm audio jack x 4CH
USB3.0 USB-A x 2 (Supports WACOM touch panels)
USB-HID USB-A x 2 (Supports keyboard and mouse and other HID devices)
Outputs
Audio Mic: 3.5mm audio jack x 4CH
Sound: 3.5mm audio jack x 4CH

Front Panel Buttons
Control and Device Monitoring Ports

Device Configuration Port
Ways of Switching
Mouse Glide Seamlessly Across the Monitors
Compatibility with OS Platform
Compatible with Multi-videoGraphic Cards
Customizable Displays

Network Cascading

Operating Environment

Storage Environment
Dimension (W*D*H)
Weight

Power Supply

8-buttons with 2 different LED status lightings

TCP/IP: RJ45 x 1
RS232: RJ45x 1

Mini USB
Front panel buttons/Keyboard hotkey commands/Remote control commands
Support
NeoKylin, Windows, Redhat, Linux and etc.
Support
Set the resolution and layout of the screens through software
Supports cascading of multiple U-switchers through TCP/IP (Max up to 64 sources)

Temperature : 0°C ~ 40°C
Air Humidity: 20% ~ 80%

Temperature : -20°C ~ 55°C
Air Humidity: 15% ~ 85%

437*152*44mm
Est. 3KG

Dual AC 220 V input redundant power supply

SURGO

surgo-video.com

Factory Address: 10 Tianhui road, Tianhe District, Guangzhou, CHINA

ﬁu\ Hong Kong Office: 7/F, Gold King Industrial Building, 35-41 Tai Lin Pai Road, Kwai Chung, N.T., Hong Kong

> Email: info@surgo-video.com




